CEGS- 12390
(June 1993)
Super sedi ng
CEGS- 12390
(Novenber 1988)
typed 31 Mar 94

SECTI ON 12390 - CABI NETS AND COUNTERTCPS

PART 1 - CGENERAL
1.1 REFERENCES

The publications |listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

BU LDERS HARDWARE MANUFACTURERS ASSCC ATI ON ( BHVR)
BHVA A156. 9 (1988) Cabi net Hardware.
KI TCHEN CABI NET MANUFACTURERS ASSOC ATI ON ( KCVR)

KCVA A161.1 (1990; Errata May 1991) Recommended
Per f ormance & Construction Standards for
Kitchen and Vanity Cabinets.

NATI ONAL ELECTRI CAL MANUFACTURERS ASSOC ATI ON ( NEMA)
NEMA LD 3 (1991) H gh-Pressure Decorative Lam nates.
1.2 DESIGN

Cabi nets shall be wood, factory-fabricated and finished in the

manuf acturer's standard sizes and finishes of the type, design, and
configuration indicated. Cabinets shall be constructed as specified and
shall meet the requirements of KCMA Al61.1. WAll and base cabi net

assenbl i es shall consist of individual units joined into continuous
sections. Fastenings shall be acconplished to permt renoval and

repl acement of individual units without affecting the remai nder of the
installation. Counters shall be provided with watertight sink rimwhen

i ndicated. Drawers shall be renovabl e and shall be equi pped with position
stops to avoid accidental conplete withdrawals. Shelves shall be fixed or
adj ust abl e as i ndi cat ed.
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1.3 SUBM TTALS

CGovernnent approval is required for submttals with a "GA" designation;
submttal s having an "FI O' designation are for information only. The
follow ng shall be submtted in accordance with SECTION. 01300 -

SUBM TTAL DESCRI PTI ONS:

\*SD- 01, Data*\

\*Cabi nets and Countertops*\; \*Fl O\.

Manuf acturer's printed data, catal og cuts, and installation instructions.
\*SD- 04, Drawi ngs*\

\*Cabi nets and Countertops*\; \*Fl O\.

Drawi ngs showi ng each type of cabinet and related item and clearly

i ndi cating the conplete plan and el evati ons of the cabinets and

accessories and pertinent details of construction, fabrication, and
attachments.

\*SD- 09, Reports*\
\*Cabi nets and Countertops*\; \*Fl O\.

Test reports shall certify that all cabinets conply with the requirenents
of KCVA Al61.1. Tests shall be conducted by independent | aboratories
approved by KOVA. KCMA certification seals affixed to the cabinets will
be accepted in lieu of certified test reports.

\*SD 14, Sanpl es*\
\*Cabi nets and Countertops*\; \*GA*\.

In lieu of individual sanples, conplete nininumsize cabinets nay be
furni shed as sanpl es. Mbck-up units are not acceptable. Sanples shall be
of sufficient size to show color pattern and method of assenbly.

a. Counter top and backspl ash - One section, containing both.

b. Door and drawer front - One of each, with hardware nounted.

c. Melanine plastic color sanples shall be approximately 2" x 3"
si ze.

1.4 DELIVERY AND STORACGE

Cabi nets shall be delivered to the jobsite wapped in a protective
covering. Cabinets shall be stored in an adequately ventilated, dry
location that is free of dust, water, or other contam nants and in a
manner to permt access for inspection and handling. Cabinets shall be
handl ed carefully to prevent damage to the surfaces. Damaged itens that
cannot be restored to |ike-new condition shall be repl aced.

PART 2 - PRODUCTS

2.1 CABI NETS
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Wal | and base cabinets shall be of the sane construction and same outside
appear ance. Door design shall be solid flush face Corner cabinets shal
be equi pped with notched shel ving as indicated. Shelves shall be fixed or
fully adjustable as indicated. Adjustable shelves shall be capabl e of

adj usting on approxi mately 1-1/4-inch increments. Shel ves shall be
supported by self-1ocking clips Shel ves shall be m ni mum 1/ 2-i nch

t hi ck pl ywood or ninimum 1/2-inch thick 45 pound density particl e board.
Drawer fronts shall be 5/8-inch thick, 5 ply hardwood pl ywood.

2.1.1 Frane Type Cabinets

The cabinets shall be constructed with frame fronts and solid ends, or
frame construction throughout. Frane nenbers shall be 3\4-inch thick by
1-1\2-inch wide; kiln-dried hardwood, glued together, and shall be either
norti sed and tenoned, dovetailed or dowel ed, nail ed, stapled or screwed.
Top and bottom corners shall be braced with either hardwood bl ocks that
are glued together with water resistant glue and nailed in place, or mnetal
or plastic corner braces. Backs of wall cabinets shall be 1\8-inch thick
pl ywood Backs of base and tall cabinets shall be 45 pound density
particle board. Bottons of cabinets shall be nininum 3\8-inch thick

pl ywood sound grade and shall be braced w th wood nenbers gl ued in place.
Cabi net ends shall be 5\8-inch thick hardwod pl ywood

2.2 COUNTERTCPS AND BACKSPLASH
2.2.1 Cenera

Count ertop and backspl ash shall be constructed of 3/4-inch thick, 45 pound
density particle board core and shall be post forned cove type. Cove
type shall be a single unit with self-edging and plastic | aninate coved at
the juncture of the countertop and backspl ash. Backspl ash shall be not
I ess than 3-1/2 inches high. Edging and trimshall consist of plastic
laminate cut and fitted to all exposed edges. End spl ashes constructed of
3/ 4-inch thick, 45 pound density particle board core shall be supplied.

2.2.2 Sink Rins
Sink rins shall be of the corrosion resistant steel clanping type, sized

to the sink, and a standard product of a manufacturer regularly producing
this type of equiprent.
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2.3 FINSH
2.3.1 Cabinet Finish

Where indicated cabinets shall be provided with a factory-applied durabl e
finish of a type standard with the nanufacturer. Cabinets shown to
receive a natural finish shall be faced with |auan veneer. Cabinet finish
shall be in accordance with paragraph FIELD FINISH NG Natural finish
wood doors, drawer fronts, cabinet fronts, and exposed cabinet sides shall
be fabricated of wood which will be free of extreme col or variations

wi thin each panel or between adjacent panels. Exposed exterior surfaces
shal | be mnel anmine plastic finish where indicated. Col ors shall be as

i ndi cat ed.

2.3.2 Melam ne Lam nated Fi nish on Cabinets

Pl ywood, particle board or tenpered hardboard cabi net backs shall be
finished with a nel amine lamnate on the exposed side. Particle board
shel ves shall be covered on both sides with a | am nated nel am ne finish.
Mel ami ne | am nate shall conformto the requirenents of NEMA LD 3 and

| am nat e adhesive shall be contact type applied to both surfaces. Design,
color, and finish shall be as indicated.

2.3.3 Mel anine Lam nates on Countertops

Conti nuous sheets of |ongest | engths practicable shall be provided.
Joints in surface sheeting shall be tight and flush and held to a
practicabl e m ni mum Whien the countertop and backspl ash are one unit,
PF42 plastic lamnate shall be used. Plastic lamnate shall conformto
the requirenents of NEMA LD 3 and pl astic | am nate adhesive shall be
contact type applied to both surfaces. For fully forned and cove type
countertops, the post-formng plastic |lamnate shall not be bent to a
radius smaller than the linit recomrended by the plastic manufacturer.
Design, color, and finish shall be as indicated.

2.3.4 Backer Sheets

Backer Sheets of high pressure plastic |lamnate, shall conformto NEVA LD
3, Gade BK20 and shall be applied to the underside of all core material.
Design, color, and finish shall be as indicated.

2.4 HARDWARE

Hardware shall conformto BHVA A156.9, shall be suitable for kitchen

cabi net use, and shall include all niscellaneous hardware for a conplete
installation. Door hinges shall be self-closing type. Drawer runners
shall have nylon rollers standard with the manufacturer. Hardware and
fastenings for doors and drawers with particle board cores shall be of the
t hrough-bolt type. The types and finishes of hardware shall be as

fol | ows:

BHVA DESI GNATI ON

TYPE NUMVBER FI NI SH

Conceal ed H nges B01601 603
Back Mounted Pulls B02011 628
Morti se Mounted Adjustable B04071 603

Shel f St andar ds
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d osed Shel f Rest B04081 603
for Standards
Si de Mounted Drawer Slides B05051 603

PART 3 - EXECUTI ON
3.1 | NSTALLATI ON

Cabinets to receive field finishing shall be factory prined or seal ed, as
required, and then shall be finished in accordance with Section 09900

PAI NTING CGENERAL. Factory applied sealer shall not prevent cabinets from
accepting field stain and finish. Color shall be as indicated.

Cabi nets shall be installed level, plunb, and true to line, and shall be
attached to the walls or floors with suitable devices to securely anchor
each unit. Countertops, accessories, and hardware shall be installed as
indicated. Installation shall be in accordance with the manufacturer's
approved printed instructions. The inner edge of sink cut-outs in

lami nated plastic tops shall be painted with a coat of sem gl oss enane
pai nt and sink flanges shall be set in a bed of sealant. d oser and
filler strips and finish noldings shall be provided as required. Prior to
final acceptance, doors shall be aligned, hardware adjusted, and cabinets
left in a clean neat condition

--000o0- -
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CEGS- 12520
(April 1989)
WNotice 1
(February 1993)
Super sedi ng
CEGS- 12503
(Decenber 1983)
typed 23 Mar 94

SECTI ON 12520 - LI GATPROCF SHADES
PART 1 - CGENERAL
1.1 REFERENCES

The publications |listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

FEDERAL SPEC FI CATI ONS ( FS)
FS L- S 001787 (Basic) Shade, Wndow, (Vinyl), with
Roller, Slat, Rng Pull and Accessories and
Vinyl Film(in Piece Goods).
1.2 GENERAL

Li ght proof shades shall be provi ded as indicated, conplete with necessary
brackets, fittings, and hardware. Equi pment shall be nounted as indicated
and shall be manually operated. The Contractor shall take measurements at
the building and shall be responsible for the proper fitting and hangi ng
of the equi prent.

1.3 SUBM TTALS
CGovernnent approval is required for submttals with a "GA" designation;
submttals having an "FI O' designation are for information only. The
followi ng shall be submtted in accordance with SECTION. 01300 -
SUBM TTAL DESCRI PTI ONS:
\*SD- 04, Drawi ngs*\
\ *Li ght proof Wndow Shades*\; \*GA*\.
Drawi ngs showi ng fabrication and installation details. The manufacturer's
descriptive data will be acceptable, provided this literature accurately
shows the itens proposed to be furnished and the method of installation.
\*SD 14, Sanpl es*\
\ *Li ght proof Wndow Shades*\; \*GA*\.

Sanpl es of the manufacturer's standard colors and cloth sanples for col or
and pattern sel ection.

PART 2 - PRODUCTS

2.1 LI GHTPROCF W NDOW SHADES
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Li ght pr oof w ndow shades shall conformto FS L-S-001787, except as
nodi fi ed below. Light traps shall be shop fabricated, and shall consi st

of a head box to house the shade roller, and U shaped channels to serve as
gui des for the shade along the sides and to receive the bottom edge of the
shade along the sill. Light trap shall be made of sheet steel having a

m ni num t hi ckness of 22 gauge. The |legs of the channels shall be not |ess
than 1-3/4 inches | ong and separated by the m ni mumdi stance that wll
pernmit free operation of the shade. Edges of light trap coming into
contact with the shade cloth shall be smooth. The exposed face of the
head box shall be hinged or renovable for access to the shade roller. The
interior or unexposed surfaces of the light trap shall have a finish coat
of flat black enamel. The exposed portions of the light trap shall have a
factory-applied primng coat of gray paint. Finish painting is specified
in SECTION 09900 - PAINTING GENERAL. Shade roller shall be

manuf acturer's standard product. doth shall be of type for blackout
purposes. Color shall be ivory or as selected by the Contracting Oficer
fromthe manufacturer's standard col or chart. The shade shall be nade
froma single piece of cloth. Wen not finished with a selvage, the
vertical edges of the shade shall be bound or hemmed, using a hi gh-grade
thread. Needle hol es shall be made |ightproof by applying a suitable
filler. The shade shall be stiffened by transverse steel bars of proper
size and weight to hold the shade in the channel guides. These bars shal
be spaced approxi mately 18 inches on centers and conceal ed in pockets in
the shade. The bottom edge of the shade shall be fitted with a steel
operating bar. Shades will engage positively with bottomrail through
operating bar or chain pull. Bars shall be painted with flat black
enanel . Pull cords shall be nade of No. 4 braided nylon or beaded chain
havi ng not |ess than 175 pounds breaki ng strength.

PART 3 - EXECUTI ON
3.1 | NSTALLATI ON

Installation shall be in accordance with the approved detail draw ngs.
Brackets shall be installed |l evel at a height that will permt proper
operation of the equi pment and prevent outside light frominfiltrating the
room Light traps shall be closely fitted to the adjacent construction,
and the connection shall be rigid and light-tight. Installation shall not
be started until after the room painting and finishing operations are
conpl ete and the fastening devices are approved. Upon conpl etion of the
installation, the w ndow shades shall be adjusted for formand appearance.

--000o0- -
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CEGS- 12540
(January 1993)
Super sedi ng
CEGS- 12540
(Novenber 1988)
typed 20 Jul 94

SECTI ON 12540 - W NDOW BLI NDS
PART 1 - CGENERAL
1.1 REFERENCES

The publications |listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

FEDERAL SPEC FI CATI ONS (FS)
FS AA-V- 00200 (Rev B) Venetian Blinds.
NATI ONAL FI RE PROTECTI ON ( NFPA)

NFPA 701 (1989) Methods of Fire Test for
Fl ame- Resi stant Textiles and Fil ns.

1.2 CGENERAL

Horizontal blinds shall be provided as indicated, conplete with necessary
brackets, fittings, and hardware. Each w ndow covering type utilized
shall be a conplete unit produced by one manufacturer. Wndow coverings
shall be provided in accordance with GENERAL NOTE 3 on Drawi ng Sheet A-7.
Equi prent shall be mounted as indicated and shall be nanual | y operat ed.
Wndows to receive a covering shall be conpletely covered. The Contractor
shal | take neasurenents at the building and shall be responsible for the
proper fitting and hangi ng of the equi pment. Color shall be as sel ected
from manuf acturer's standard col or chart.

1.3 SUBM TTALS
Governnent approval is required for submttals with a "GA" designation;
submttals having an "FI O' designation are for information only. The
follow ng shall be submtted in accordance with SECTION. 01300 -
SUBM TTAL DESCRI PTI ONS:
\*SD- 01, Data*\
\*Wndow Coverings and Hardware*\; \*GA*\.

Manuf acturer's data conposed of catal og cuts, brochures, and product
i nformati on.

\*SD- 04, Drawi ngs*\
\*Wndow Coverings and Hardware*\; \*GA*\.

Drawi ngs showi ng fabrication and installation details. The manufacturer's
descriptive data will be acceptable, provided this literature accurately
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shows the itens proposed to be furnished and the method of installation.
Drawi ngs shall show | ayout of blinds and mounting details.

\*SD 14, Sanpl es*\
\*Wndow Coverings and Hardware*\; \*GA*\.

Three sanpl es of each type and col or of w ndow covering specified. Blind
slat shall be 6 inches in length for each col or.

\*SD- 19, (perations and Mai nt enance Manual s*\
\ *Wndow Coverings and Hardware*\; \*Fl O\
Mai nt enance instructions for w ndow coveri ngs.
1.4 DELIVERY AND STCRAGE

The Contractor shall be responsible for the receipt, storage, and handling
of materials and supplies necessary to provide a conplete installation.

W ndow coverings shall be delivered to the project site in the

manuf acturer's original unopened containers. Materials shall be stored
flat in a clean dry area with tenperature nai ntai ned above 50 degrees F

PART 2 - PRODUCTS
2.1 W NDOW BLI NDS

Each blind, including hardware, accessory itens, nounting brackets and
fasteni ngs, shall be provided as a conpl ete unit produced by one

manuf acturer. Al parts shall be one color and nmatch the color of the
blind slat. Steel features shall be treated for corrosion resistance.

2.1.1 Horizontal Blinds

Horizontal blinds shall conformto FS AA-V-00200, Type Il (1 inch slats)
except as nodified below Blind units shall be capable of nomnally 180
degree partial tilting operation and full-height raising. Blinds shall be
i nsi de nount.

2.1.1.1 Controls

The slats shall be tilted by a transparent tilting wand, hung vertically
by its own weight, and shall sw vel for easy operation. The tilter
control shall be of enclosed construction. Al moving parts and
nmechani cal drive shall be nade of conpatible materials which do not
require lubrication during normal expected life. The tilter shall tilt
the slats to any desired angle and hold themat that angle so that any

vi bration or novenent of |adders and slats will not drive the tilter and
change the angle of slats. A nechanismshall be included to prevent over
tightening. The wand shall be of sufficient length to reach to within 5
feet of the floor.

2.1.1.2 Internedi ate Brackets

Intermedi ate brackets shall be provided for installation of blinds over 48
i nches wi de and shall be installed as recomrended by the manufact urer

2.1.1.3 Color
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Col or shall be ivory or as selected by the Contracting Officer fromthe
manuf acturer's standard col or chart.

PART 3 - EXECUTI ON

3.1 | NSTALLATI ON

Installation shall be in accordance with the approved detail draw ngs and
manuf acturer's installation instructions. Uiits shall be |evel, plunb,
secure, and at proper height and location relative to wi ndow units. The
Contractor shall furnish and install supplenmentary or niscellaneous itens
intotal, including clips, brackets, or anchorages incidental to or
necessary for a sound, secure, and conplete installation. Installation
shall not be initiated until conpletion of room painting and fi ni shing
operations. Upon conpletion of the installation, w ndow coverings shal
be adjusted for formand appearance, in proper operating condition, and
free fromdanmage or bl em shes. Damaged units shall be repaired or
replaced by the Contractor as directed by the Contracting Oficer.

--000- -
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